
For high- and low-temperature performance, severe outdoor environmental conditions and range of other
applications Heat Shrink Tubing will insulate, identify, seal, protect, repair, bundle and beautify in a wide variety

applications. 
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3/32 to 1/2 USP - NF Class VI

Recovery 

Temp
(Min.)

Operating 

Temperature
Range

Standard 

Expanded ID
Range (in.)

Shrink
RatioProduct Name Material Specifications

Polyolefin Heat Shrinkable Tubing

UL 224 VW-1
AS 23053/5-1, -2, -3
UL 224 VW-1
CSA C22.2 NO.198.1 
UL 224
AS 23053/5-1
UL 224 (Jacket), AMS 3634
AS 23053/4-1
UL 224 (Jacket)
AS 23053/4-2
UL 224 (Jacket)
AS 23053/4-3

USDA Reg. C.F.R. 177.1330

HS-101 Flexible Polyolefin Heat Shrink 2:1 3/64 to 4

HS-101-SR Semi-Rigid Pololefin Heat Shrink 2:1 3/32 to 1

HS-101-3X High Ratio Polyolefin Heat Shrink 3:1 1/16 to 1 1/2

HS-101-MW Adhesive Lined Polyolefin Heat Shrink 2.5:1 1/8 to 1

HS-101-MW-2:1 Thin Wall Adhesive Lined Polyolefin Heat Shrink 2:1 1/8 to 2

HS-101-MW-3:1 High Ratio Adhesive Lined Polyolefin Heat Shrink 3:1 1/8 to 1 1/2

HS-614 Food Grade Polyolefin Heat Shrink 2:1 3/32 to 1/2
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Standard size ranges are listed. Custom sizing and colors are available - contact us for options!

Contact: sales@heatshrinkdirect.com 231-599-9956

Heat Shrink Direct Tubing



HS-205

VAT-105

Cross-Linked PVC Heat Shrink

Adhesive Lined PVC Heat Shrink

Product Name Material

PVC Heat Shrinkable Tubing

HS-105 PVC Heat Shrink

HS-105x.032 Heavy Wall PVC Heat Shrink

VinylGuard® PVC Heat Shrink for rod, rollers, and pipe

Kynar® Heat Shrinkable Tubing

HSK-600 Kynar® Heat Shrink

Neoprene® Heat Shrinkable Tubing

HSN-100 Neoprene Heat Shrink

Viton® Heat Shrinkable Tubing

HS-VTN Viton™ Heat Shrink
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231-599-9956

Operating
Temperature

Range

-20⁰C to 105⁰C
(-4⁰F to 221⁰F)
-20⁰C to 105⁰C
(-4⁰F to 221⁰F)
-20⁰C to 105⁰C
(-4⁰F to 221⁰F)
-20⁰C to 105⁰C
(-4⁰F to 221⁰F)
-20⁰C to 105⁰C
(-4⁰F to 221⁰F)

-55⁰C to 175⁰C
(-67⁰F to 347⁰F)

-70⁰C to 121⁰C
(-94⁰F to 250⁰F)

-55⁰C to 200⁰C
(-67⁰F to 392⁰F)

5/8" to 5"

1/8 to 1/4

1/8 to 11/2

3/16" to 1"

3/64 to 1 1/2

MIL-R-46846-3-1
AS 23053/13

UL VW-1, CSA, AMS 3632
AS 23053/8

Standard
Expanded ID

Range (in.)
Specifications

UL 224 VW-1, CSA,

ASTM D 3150, AS 23053/2-2
UL 224 VW-1
CSA
UL 224 VW-1, CSA
ASTM D 3150

3/64" to 4"

1/16 to 1 1/2

3/64 to 2

AMS 3623, MIL-R-46846-1-1
SC-X-15112, AS 23053/1-1, -2
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